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system. The computer is programmed to receive sensor data
from one or more environmental sensors in the vehicle
cabin, and then, based on the data, determine a light dosage
to emit from the lighting system toward an interior surface
of the cabin.

[0091] In general, the computing systems and/or devices
described may employ any of a number of computer oper-
ating systems, including, but by no means limited to, ver-
sions and/or varieties of the Ford SYNC® application,
AppLink/Smart Device Link middleware, the Microsoft®
Automotive operating system, the Microsoft Windows®
operating system, the Unix operating system (e.g., the
Solaris® operating system distributed by Oracle Corpora-
tion of Redwood Shores, Calif.), the AIX UNIX operating
system distributed by International Business Machines of
Armonk, N.Y., the Linux operating system, the Mac OSX
and 10S operating systems distributed by Apple Inc. of
Cupertino, California, the BlackBerry OS distributed by
Blackberry, Ltd. of Waterloo, Canada, and the Android
operating system developed by Google, Inc. and the Open
Handset Alliance, or the QNX® CAR Platform for Infotain-
ment offered by QNX Software Systems. Examples of
computing devices include, without limitation, an on-board
vehicle computer, a computer workstation, a server, a desk-
top, notebook, laptop, or handheld computer, or some other
computing system and/or device.

[0092] Computing devices generally include computer-
executable instructions, where the instructions may be
executable by one or more computing devices such as those
listed above. Computer-executable instructions may be com-
piled or interpreted from computer programs created using
a variety of programming languages and/or technologies,
including, without limitation, and either alone or in combi-
nation, Java™, C, C++, Visual Basic, Java Script, Perl, etc.
Some of these applications may be compiled and executed
on a virtual machine, such as the Java Virtual Machine, the
Dalvik virtual machine, or the like. In general, a processor
(e.g., a microprocessor) receives instructions, e.g., from a
memory, a computer-readable medium, etc., and executes
these instructions, thereby performing one or more pro-
cesses, including one or more of the processes described
herein. Such instructions and other data may be stored and
transmitted using a variety of computer-readable media.

[0093] A computer-readable medium (also referred to as a
processor-readable medium) includes any non-transitory
(e.g., tangible) medium that participates in providing data
(e.g., instructions) that may be read by a computer (e.g., by
a processor of a computer). Such a medium may take many
forms, including, but not limited to, non-volatile media and
volatile media. Non-volatile media may include, for
example, optical or magnetic disks and other persistent
memory. Volatile media may include, for example, dynamic
random access memory (DRAM), which typically consti-
tutes a main memory. Such instructions may be transmitted
by one or more transmission media, including coaxial
cables, copper wire and fiber optics, including the wires that
comprise a system bus coupled to a processor of a computer.
Common forms of computer-readable media include, for
example, a floppy disk, a flexible disk, hard disk, magnetic
tape, any other magnetic medium, a CD-ROM, DVD, any
other optical medium, punch cards, paper tape, any other
physical medium with patterns of holes, a RAM, a PROM,

Mar. 28, 2019

an EPROM, a FLASH-EEPROM, any other memory chip or
cartridge, or any other medium from which a computer can
read.
[0094] Databases, data repositories or other data stores
described herein may include various kinds of mechanisms
for storing, accessing, and retrieving various kinds of data,
including a hierarchical database, a set of files in a file
system, an application database in a proprietary format, a
relational database management system (RDBMS), etc.
Each such data store is generally included within a comput-
ing device employing a computer operating system such as
one of those mentioned above, and are accessed via a
network in any one or more of a variety of manners. A file
system may be accessible from a computer operating sys-
tem, and may include files stored in various formats. An
RDBMS generally employs the Structured Query Language
(SQL) in addition to a language for creating, storing, editing,
and executing stored procedures, such as the PL/SQL lan-
guage mentioned above.
[0095] In some examples, system elements may be imple-
mented as computer-readable instructions (e.g., software) on
one or more computing devices (e.g., servers, personal
computers, etc.), stored on computer readable media asso-
ciated therewith (e.g., disks, memories, etc.). A computer
program product may comprise such instructions stored on
computer readable media for carrying out the functions
described herein.
[0096] The processor is implemented via circuits, chips, or
other electronic component and may include one or more
microcontrollers, one or more field programmable gate
arrays (FPGAs), one or more application specific circuits
ASICs), one or more digital signal processors (DSPs), one or
more customer integrated circuits, etc. The processor may be
programmed to process the sensor data. Processing the data
may include processing the video feed or other data stream
captured by the sensors to determine the roadway lane of the
host vehicle and the presence of any target vehicles. As
described below, the processor instructs vehicle components
to actuate in accordance with the sensor data. The processor
may be incorporated into a controller, e.g., an autonomous
mode controller.
[0097] The memory (or data storage device) is imple-
mented via circuits, chips or other electronic components
and can include one or more of read only memory (ROM),
random access memory (RAM), flash memory, electrically
programmable memory (EPROM), electrically program-
mable and erasable memory (EEPROM), embedded Multi-
MediaCard (eMMC), a hard drive, or any volatile or non-
volatile media etc. The memory may store data collected
from sensors.
[0098] The disclosure has been described in an illustrative
manner, and it is to be understood that the terminology
which has been used is intended to be in the nature of words
of description rather than of limitation. Many modifications
and variations of the present disclosure are possible in light
of the above teachings, and the disclosure may be practiced
otherwise than as specifically described.
1. A method, comprising:
at a vehicle computer:
receiving data from at least one environmental sensor;
based on the data, determining an ultraviolet (UV)
dosage for an interior surface of a cabin; and
based on the determination, controlling UV light
according to the dosage.



